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“EUROTISFLEX2” and EUROTISFLEX SWING flexible hoses for gas

Identification of the product-type: “EUROTISFLEX2 and EUROTISFLEX SWING” corrugated safety metal hose assemblies:
o nominal dimension: DN 12; '
+ nominal lengths: 500 mm, 750 mm, 1000 mm, 1250 mm, 1500 mm and 2000 mm;
e versions:
- female / female with two 1SO 228 G 1/2 swivel nuts,
- male / female with one EN 10226 R 1/2 tape male end and one 1SO 228 G 1/2 swivel nut.
- male/female with one EN 10226 R 1/2 tape swivel male end and one ISO 228 G 1/2 swivel nut.

Intended use: connection of domestic appliances (inside or outside a dwelling) using gas (natural gas - methane and LPG) at a pressure lower than
0.5 bar also in installations in areas subjected to reaction to fire regulations.
Manufacturer: EUROTIS S.r.l. - via Q. Sella, 1 ang. via A. Volta - 20094 Corsico (MI)

System of assessment and verification of constancy of performance: system 1

Notified body:
« the notified laboratory DBl — Gastechnologisches Institut gGmbH (notification number: 1721) performed the type testing under system 3 and
issued the Report n® B13/10/1677, B13/10/1666 and B16/12/2272;
s the notified certification body Istituto Giordano Spa (notification number: 0407) performed the type testing for the reaction to fire classification,
the initial inspection of the manufacturing plant and of factory production control and performs the continuous survelllance, assessment and
evaluation of factory production control under system 1 and issued the certificate of constancy of performance n® 0407-CPR-425.

Declared performance:

Essential characteristics Performance EN14800 requirement

Reaction to fire B —S1, dO {euro class EN 13501-1) 5.11
" >29.4) - compl 5.17

Crushing strength 400 N — compls' Y £ 63
Internal pressure strength > 6 bar — comply 5.4
Longitudinal bending strength:
- bending performance > 50 cycles — comply 5.14.1
- flexing resistance > 10,000 cycles —comply 5.15
- torsion resistance > 10,000 cycles — comply 5.16
Maximum load for admissible deformation > 1,000 N — comply 5.7
Dimensional tolerances Comply 5.19.1
Impact resistance > 25 times — comply 5.19.2
Penetration resistance >3.9) - comply 5.18.2

: " Comply 4.8
Electrostatic behaviour <1.Q/ri~comply 56
Tightness <10 cm?/h; < 7x102 mbar I/s — comply 5.3

o flow rate with pressure drop of 0,5 mbar: 1.23 m*h — comply

Effectiveness o flow rate with pressure drop of 1 mbar: 1.67 m3/h — comply 2=
Mechanical strength z gfggro;ffrgjrﬁtplv Eg
Release of dangerous substances Brass, Lead content higher than 0.1% w / w; art. 33 reg. EU 1907/2006 4.12
Permeability <10 cm?/h; < 7x10° mbar I/s — comply 5.3.1
Tightness in case of fire 650°C for 30 min — comply 5.12

No visible sign of corrosion — comply 5.10
Durability 43,4.4,45,5.8,5.9,

Comply 5.2,5.14,5.15e5.16

The performance of the “EUROTISFLEX2 and EUROTISFLEX SWING” flexible hoses for gas is in conformity with the above statement.

This declaration of performance, drawn up in conformity with the Regulation (UE) n° 305/2011 (CPR), is issued under the sole responsibility of EUROTIS
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